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TYPE READING RANGE GRADUATION
J39 0.01  mm 5 mm 0-50-0
MODEL § J40 0.01  mm 5 mm 0-100
40 Ja1 0.001 inch 0.25 inch 0-50-0
Ja2 0.001 inch 0.25 inch 0-100
; JO1 0.01 mm 10 mm 0-50-0
JO2 0.01 mm 10 mm 0-100
Jo3 0.01 mm 5 mm 0-50-0
JO4 0.01  mm 5 mm 0-100
JO8A 0.01 mm 25 mm 0-100
Jz 0.01  mm 0.8 mm 40-0-40
JOs 0.1 mm 10 mm 0-10
Joe 0.1 mm 25 mm 0-10
JO9A 0.002 mm 2 mm 0-10-0
J10A 0.002 mm 2 mm 0-20
8 J11A 0.002 mm 5 mm 0-10-0
- J12A 0.002 mm 5 mm 0-20
u J13 0.002 mm 12 mm 0-10-0
[e] J14 0.002 mm 12 mm 0-20
= J17A 0.001 mm 1 mm 0-100-0
J51 0.001 inch 0.5 inch 0-50-0
J52 0.001 inch 0.5 inch 0-100
J50A 0.001 inch 1 inch 0-100
Jy 0.001 inch 0.08 inch 40-0-40
J53 0.0005 inch 0.5 inch 0-25-0
J54 0.0005 inch 0.5 inch 0-50
J61A 0.0001 inch 0.2 inch 0-50-0
J62A 0.0001 inch 0.2 inch 0-100
Jes3 0.0001 inch 0.5 inch 0-50-0
Jea 0.0001 inch 0.5 inch 0-100
J72 0.01 mm 50 mm 0-100
0.001 inch 2 inch 0-100
0.01 mm 2 mm 0-50-0

PLUNGER TYPE DIAL GAUGES

Supplied with 1mm @ T. C. Ball Stylus,Height Gauge Adaptor,
4 mm @D & 8 mm @ Dovetail Spigot Assembly and
Universal Clamp as standard accessories in a box.

TYPE F02

BACK PLUNGER
TYPE DIAL GAUGES

TYPE READING RANGE GRADUATION

302 0.01  mm 0.8 mm 0-40-0

MODEL 4 304 0.002 mm 02 mm 0-10-0

29 301 0.0005 inch 0.03 inch 0-15-0
303 0.0001 inch 0.008 inch 0-4-0

306 001 mm 0.8 mm 0-40-0

mopeL 4 306 0.002 mm 02 mm 0-10-0

38 306 0.0005 inch 0.03 inch 0-15-0

306 0.0001 inch 0.008 inch 0-10-0

Supplied fitted with 2 mm @ T. C. Ball Stylus and
8 mm @ Spigot Assembly only in a box.
TYPE READING RANGE GRADUATION

302A 001 mm 08 mm 0-40-0

MODEL 4 304A 0.002 mm 02 mm 0-10-0
29 301A 0.0005 inch 0.03 inch 0-15-0
303A 0.0001 inch 0.008 inch 0-4-0

306A 001 mm 08 mm 0-40-0

mopeL 4 308A 0.002 mm 02 mm 0-10-0
38 305A 0.0005 inch 0.03 inch 0-15-0
307A 0.0001 inch 0.008 inch 0-4-0

READING GRADUATION
FO1 0.01 mm 0-50-0
FO2 0.01 mm 0-100
F51 0.001 inch 0-50-0
F52 0.001 inch 0-100
TYPE UI02
READING RANGE GRADUATION
0.01 mm 2.0 mm 0-50-0
0.01 mm 2.0 mm 0-100
0.001 inch 0.1 inch 0-50-0
0.001 inch 0.1 inch 0-100

TYPE READING RANGE GRADUATION
J158/0 0.1 mm 0-200 mm 10-0
J158A/3 0.01 mm 0-200 mm 100-0
J158A/1 0.001 inch 0-8 inch 100-0




DIAL THICKINESS GAUGES

TYPE J138A/3

TYPE J130/3

DEPTH OF
TYPE READING RANGE GRADUATION | el
J130/0 01 mm 10.0 mm 0-10
J130/3 001 mm 10.0 mm 0-100
J130/6 0.002 mm 2.0 mm 0-20 o
J130/7 0.002 mm 5.0 mm 0-20 (12inch)
J130/1 0.001 inch 0.5 inch 0-100
J130/8 0.0001 inch 0.05 inch 0-100
J130/9 0.0001 inch 0.2 inch 0-100
J142/0 01 mm 10.0 mm 0-10
J142/3 001 mm 10.0 mm 0-100 > (12?n’;'hm)
J142/1 0.001 inch 0.5 inch 0-100
J138/0 0.1 mm 25.0 mm 0-10 PUSH DOWN TYPE
J138A/3 001 mm 25.0 mm 0-100 50 mm
J138A/1 0.001 inch 1.0 inch 0-100 (2inch)
J138/0L 01 mm 25.0 mm 0-10 g
J138A/3L | 0.01 mm 250 mm 0-100 (2ineh)
J138A/1L | 0.001 _inch 1.0_inch 0-100

<] TYPE J703
Range: 18 - 50 mm

TYPE J639

<] Range:
10 -18 mm

TYPE J803

Range:
50 - 150 mm
Y
b
TYPE [ READING ] DEPTH ] GRADUATION
Range: 10 - 18 mm ( 0.4”-0.7")

J639 0.01  mm 100 mm 0-50-0
J641 0.001 inch 4 inch 0-50-0
Range: 18 - 50 mm ( 0.77-2")

J703 0.01 mm 175 mm 0-50-0
J709 0.002 mm 175 mm 0-10-0
J753 0.0005 inch 7 inch 0-25-0
J761 0.0001 inch 7 inch 0-50-0
Range: 50 -150 mm (2”-6")

J80o3 0.01  mm 250 mm 0-50-0
J809 0.002 mm 250 mm 0-10-0
J853 0.0005 inch 10 inch 0-25-0
J861 0.0001 inch 10 inch 0-50-0




DIGITAL DIAL GAUGES

* Long measuring range with high resolution.

* Swiss Technology

* Rotating display (270°) with extra large digits
for excellent visibility.

* RS232 data output.

TYPE ED2
READING :

0.001 mm/0.00005”
Range : 50 mm/2”

TYPE ED1
READING : 0.001 mm/0.00005”

TYPE 2940
ELECTRONIC

TYPE MDO001
READING : 0.001 mm/0.00005”
Range : 12.5 mm/0.5”

AXIAL PROBES

* Fitted with High Precision preloaded
linear ball bearing to give
excellent repeatability and longer life.
* Body @ 8h6 ground and hard
chrome plated.
* Adjustable pretravel.
* With Ferromagnetic core.
* Cable support spring for added protection.
* 2 meter long Polyurethene (PUR) cable immune to

cutting fluids.
i ility |Linearity Over, i
Measuring | Repeatability M eastalring Total Operating
Range Rani Travel mm | Force Max.

*2mm 0.02 um +03% 4.5 mm 60g




DIGITAL CALIPERS

TYPE SDN10

DAL CALIPERS

ACCURACY : AS PER DIN 862

PG DIGHTAL CALIPERS

WATER &

COOLANT RESISTANCE
WITH RS232 OUTPUT

TYPE ZD10

TYPE DC10
READING MEASURING RANGE
DC10 0.02 mm 0-150 mm
DC20 0.02 mm 0-200 mm
TYPE READING MEASURING RANGE DC30 0.02 mm 0-300 mm
SDN10 | 0.01 mm (0.0005") 0-150 mm (0-6") ACCURACY : AS PER DIN 862
SDN20 | 0.01 mm (0.0005") 0-200 mm (0-8”)
SDN30 | 0.01 mm (0.0005") 0-300 mm (0-12”) UERn.E L.PERS

TYPE VCF10

WITH FINE ADJUSTMENT

READING MEASURING RANGE
0.02 mm (0.001”) 0-130 mm (0-5")
0.02 mm (0.001”) 0-180 mm (0-7")
0.02 mm (0.001”) 0-280 mm (0-11”)

ACCURACY : AS PER DIN 862

945 Column Analogue Meter
* 254 mm/10 inch tall analogue RED LED
bargraph display with 100 segments
* Variable bargraph intensity selection.

* 5 Metric and 5 Inch ranges.

941 ANALOGUE GAUGE
* Dual scale 3-0-3 and 10-0-10 galvanometer with enclosed
tolerance pointers.
l ' * 5 Metric and 5 Inch ranges.

METRIC RANGES : +10, £30, =100, +300 & 1000 um.
Resolution : 0.5, 1, 5, 10 & 50 um.

¥ 3
TYPE READING MEASURING RANGE TYPE VC10
ZD10 | 0.01 mm (0.0005") 0-150 mm (0-6") WITHOUT FINE ADJUSTMENT
ZD20 | 0.01 mm (0.0005") 0-200 mm (0-8") TYPE READING MEASURING RANGE
ZD30 | 0.01 mm (0.0005") 0-300 mm (0-12") VC10 | 0.02mm (0.001") 0-150 mm (0-6")
VC20 | 0.02mm (0.001") 0-200 mm (0-8)
ACCURACY : AS PER DIN 862 VC30 | 0.02mm (0.001") 0-300 mm (0-12")

e INCH RANGES : £0.0003, +0.001, +0.003, *0.01 & +0.03 Inch.
¥ Resolution : 0.00001, 0.00005, 0.0001, 0.0005, & 0.001 Inch.
1
L)
L]

ACCURACY : AS PER DIN 862

METRIC RANGES : 10, +30, =100, +300 & +1000 um.
Resolution: 0.2, 1, 2, 10 & 20 um.

INCH RANGES : +£0.0003, +0.001, *0.003, +0.01 & +0.03 Inch.
Resolution : 0.00001, 0.00002, 0.0001, 0.0002, & 0.001 Inch.

943 DIGITAL GAUGE
* Large 1 inch, 3 %2 Digit Bright RED

L.E.D. display.

* 2 Metric and 2 Inch ranges.

METRIC RANGES :

+200 & 2000 um.

Resolution : 0.1, 1 um.

INCH RANGES :

+0.020 & *0.200 Inch.
Resolution : 0.00001, 0.0001 Inch.



MASTER SETTIIG RINGS

BLANK DIMENSIONS
NOMINAL BORE AS PER IS : 3485-1983/DIN 2250-C.
D'AMETU';::) :’ND 5 . FIG. 1 :- RANGE : 1.5 to 100 mm
ABOVE [RRIQANY oo, min FIG. 2 :- RANGE : 100 to 315 mm
1.5 25 22 4
2.5 5 22 5
5 10 32 8
10 15 38 10
15 20 45 12
20 25 53 14
25 32 63 16
32 40 71 18
40 50 85 20 —— 6.2
50 60 100 20
60 70 112 24
70 80 125 24
80 920 140 24
90 100 160 24
100 110 170 28
110 120 180 28
120 130 190 28
130 140 200 28
140 150 212 28
150 160 224 28
160 170 236 32
170 180 250 32
180 190 265 32
190 200 280 32
200 212 300 32
212 224 315 32
224 236 335 36
236 250 355 36
250 265 375 36
265 280 400 36
280 300 425 36
300 315 450 36

MASTER SET TG DISCE

FIG.:- RANGE : 3 to 10 mm

BLANK DIMENSIONS

FIG.:- RANGE : 10 to 40 mm FIG.1 . C R :

FIG.:- RANGE : 40 to 200 mm A | ST T
AS PER ASME/ANSI| B47.1 (STYLE 3) DI I N ngove [ (JTO& | a | ¢ | R |os| L
e 3 4 |10 |17 [11]| 2]40
. 4 6 |11 |19] 11| 8|4
6 10 [13]21|11] 643
119.4000MM FIG. 2 R, c R 10 13 14 | 22 | 13| 9| 48
\ A \ 13 20 | 16| 24 [ 13| 13 | 49
20 30 |17 |25 | 16| 19|57
o ml 30 40 |21 ] 29| 16| 25| 60

9 Qi Nominal Shaft @ ‘D’|
ABOVE | P08 A | R | @S| L

L

40 50 | 22 | 19 | 32 | 60
FIG. 3 R A IR 50 65 | 22 | 19 | 32 | &0
\ \ 65 75 | 25 | 43 | 38 | 111

@D
a8

75 9 | 25 | 43 | 38 | 111

90 100 | 25 | 43 | 38 | 111

- 100 115 | 25 | 43 | 38 | 111
115 130 | 25 | 43 | 38 | 111

il | 130 140 | 25 | 43 | 38 | 111
140 150 | 25 | 43 | 38 | 111

150 165 | 25 | 43 | 38 | 111

-+ 165 180 | 25 | 43 | 38 | 111
180 190 | 25 | 43 | 38 | 111

190 200 | 25 | 43 | 38 | 111




WIGHEE EXTERNAL MICRBIMENERS]

RANGE : 0 to 100 mm

TYPE
DMIC 25-1

RANGE READING

DMIC 25-1 0-25 mm 0.001 mm/0.00005”
DMIC 50-1 25-50 mm 0.001 mm/0.00005”
DMIC 75-1 50-75 mm 0.001 mm/0.00005”
DMIC 100-1 75-100 mm 0.001 mm/0.00005”

TYPE MM300

DEPTH MICROMETER
TYPE DMM25

MICROMETER HEAD
TYPE HPMM25-1



BIGHITAL INTERNAL MICROMETERS
BAKER

Bowers

TYPE XTH50M
(XT HOLEMATIC) |
RANGE : 2 to 300 mm

TYPE XTD50M
(XT DIGITAL)
RANGE : 2 to 500 mm

RANGE : 2 to 300 mm

BAKER

TYPE XTA35M
Bowers (XT ANALOGUE)
i - :
H:.'l.—;' B35S
| ——
\ .

I of el e =)

NERD)

DISC MICROMETER (0-100 mm)

With rotating spindle:

* For measurement of root tangent length
of spur & helical gears.

* 0.7 mm edge thickness to enter narrow recesses.

* Diameter of measuring disc 19.50 mm.

With non-rotating spindle:

« For measurement of paper, felt, rubber, fabrics etc.

* Non-rotating spindle.

POINT MICROMETER (0-100 mm)

» For measurement of web thickness of drills,
small grooves keyways.

* Available in 15° and 30° Hardened Steel
measuring points having radius of
0.3 mm approx.

SPLINE MICROMETER (0-100 mm)

 For measurement of recesses, grooves,
splines, slots, keyways etc.

* Also suited for measuring small parts in
precision work.

« Carbide tipped measuring faces.

* Available with two combinations;
@2 x Length 5 mm & @3 x Length 8 mm.

TUBE MICROMETER (0-100 mm)

* Designed to measure wall thickness
of tubing.

 The Tube Micrometer is available in two
types of measuring faces (Hardened Steel);
i.e: one-end Spherical & both-end Spherical.

BLADE MICROMETER (0-25 mm)

* For measuring small grooves on shaft dia.,
keyways, and other hard to reach
geometries/profiles.

* Hardened Steel measuring faces.




Measurement & transfer of heights, scribing & marking
of work pieces and other measurements like run outs,
parallelism, center distances etc. by using a Lever Type
Dial Indicator in Tool Room and Standards Room.

Available in 2 Ranges
TYPE RANGE READING ACCURACY)

e

DH 300|0-300 mm/0-127 0.01 mm/0.0005”| +0.04 mm
DH 600|0-600 mm/0-24”| 0.01 mm/0.0005”| +0.05 mm

Features: e Rigid & Robust construction to give
high precision measurements.
* Display & measurement module slides
smoothly over a hardened & ground
beam with the help of a drive wheel.
* Fine adjustment for accurate measurements.
 Multi function big digit LCD display.
» Heavy duty Tungsten Carbide tipped scriber.
* Makes absolute or comparative measurement.
* Zero setting at any reference.
* Robust mettalic display casing & heavy-duty
operation buttons to give added protection
during shop use.

~_ TYPE: DH600
! < Range: 0-600 MM

' g TYPE: DH300

Range: 0-300 MM




THREAD PLUG & RING GAUGES

THREAD PLUG GAUGES : 0.5 mm to 350 mm
TAPER THREAD PLUG GAUGES : 1/” to 10” (Taper 1:16)
THREAD RING GAUGES : 0.5 mm to 300 mm

TAPER THREAD RING GAUGES : 1/16” to 8” (Taper 1:16)
Specifications: IS, 1ISO, ANSI, BS, DIN & JIS
METRIC, UNIFIED, ‘G’ SERIES, BSPT, PT, NPT, NPTF, ANPT, NGT,
ISO-7R, DIN-2999, ACME, STUB ACME, TRAPEZOIDAL, BUTTRESS,
HELICOIL, Pg, KNUCKLE, SQUARE THREADS ETC.
MULTI-START THREADS & SPECIAL THREAD GAUGES TO
CUSTOMER REQUIREMENTS

METRIC

TRAPEZOIDAL

i ks e Ty i



SPLINE PLUG & RING GAUGES

BAKER
spline

RANGE: 5 to 500 mm
PITCH: 0.1 to 25.4 module

BAKER
spline
RANGE: SPUR  :6to 500 mm

HELICAL : 6 to 300 mm
PITCH : 0.1 to 25.4 module

(" BAKER GAUGES INDIA PRIVATE LIMITED )

BMI DIVISION
( DIAL, AIR & ELECTRONIC GAUGES )
CORPORATE OFFICE & FACTORY
33-1-2, NAGAR ROAD, PUNE- 411 014, INDIA
TEL.:+91-20 66093800
FAX :+91-20 66093888

E-mail : bakerbmi@bakergauges.com
BAKER GAUGES INDIA PRIVATE LIMITED

HIP DIVISION
( THREAD GAUGES & MICROMETERS )
HEAD OFFICE & FACTORY
37-40, NAGAR ROAD, PUNE- 411 014, INDIA.
TEL. : +91-20 66250600
FAX : +91-20 66250786

E-mail : bakerhip@bakergauges.com

BRANCH OFFICES
MUMBAI ©(022) 43471701, 43471702, 43471703, 43471704
FAX:(022) 43471700
E-mail :bakermum@bakergauges.com
NEW DELHI @ (011) 23328186 @ FAX: (011) 23711312
E-mail : bakerdlh@bakergauges.com
CHENNAI © (044) 28140963 @ FAX: (044) 28142669
E-mail : bakerche@bakergauges.com
BANGALORE @© (080) 41117048 @ FAX/TEL : (080) 22217336
E-mail : bakerblr@bakergauges.com
BARODA © (0265) 2782878 ® FAX/TEL : (0265) 2782878
E-mail : bakerbar@bakergauges.com
KOLKATA © (033) 22156387 @ FAX/TEL.: (033) 22156387
E-mail : bakercal@bakergauges.com
HYDERABAD @ MOBILE: 09949578817
E-mail : bakerhyd@bakergauges.com
NASIK © MOBILE: 09765800382
E-mail : baker_nsk@bakergauges.com
CHANDIGARH @ (0172) 2781378 @ FAX: (0172) 2771881
E-mail : bakerchd@bakergauges.com

s~ Www.bakergauges.com
% AN ISO 9001-2008 COMPANY

DUE TO OUR CONTINUOUS ENDEAVOUR TO GIVE YOU THE BEST, THE MODELS,
DESIGNS AND SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.
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